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Never change or recreate this Logotype.

The exclusion zone is the clear area around the Logotype in which nothing else should appear. Other 
logos, text or images encroaching in this space weakens the impact of the logo and looks untidy.  
This clear area is equal to the width and height of the ‘G’ in the Greenlink logo as shown below.

Minumum height 
15mm

5mm

LOGOTYPE

Colours: CMYK: 65/28/80/10 | 101/138/78 | HEX: #658A4E

This version of the Logotype should never be used smaller than 15mm or the text will become illegible. 
If a smaller version of the Logotype absolutely needs to be used, please use Greenlink only version (no 
‘Interconnector’) at 5mm minimum height, as shown below. 

Size of logo

Breathing space

Agnienimost rehenitiis sit modia 
quibusc itinist emquam aut 
etur magnam eaque quatur, que 
voluptatecae aperum as si ullaute 
lam hicimodit laccull uptatem aut 
asin reped modi culpa volupta 
tempor alibus saest rest expellup-
tio quibusam aut quo torporione 
eum volorpo risquis dunt el estis 
nes esectoreped ut fuga.

Agnienimost rehenitiis sit modia 
quibusc itinist emquam aut 
etur magnam eaque quatur, que 
voluptatecae aperum as si ullaute 
lam hicimodit laccull uptatem aut 
asin reped modi culpa volupta 
tempor alibus saest rest expellup-
tio quibusam aut quo torporione 
eum volorpo risquis dunt el estis 
nes esectoreped ut fuga.
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T:  +## (##) #### ####
M: +## (0)#### ######
E:  Fname.Lname@greenlink.ie

www.greenlink.ie  | @Greenlink_IC

London Office: 19 Eastbourne Terrace, London W2 6LG

FName Lname
Job Title

Colour logotype variants

Correct useage

The Greenlink logo should only be used in two colours:

IMPORTANT:
Logos in all cases must appear in either: Green, Black or Reversed. No other colour may be substituted.  
No attempt should be made to redraw, modify or separate any elements of the Logotype.  
Exclusion zones apply to all variants.

INCORRECT LOGOTYPE COLOUR

WHITE LOGOTYPE WOULD 
BE MORE LEGIBLE

NOT ENOUGH CONTRAST WITH THE BACKGROUND. CHOOSE SUITABLE LOGO FOR BEST CONTRAST

DISTORTION OF LOGOTYPE

greenlink-logo-spot-colour.eps
greenlink-logo-spot-colour-HIRES.jpg
greenlink-logo-spot-colour-LOWRES.jpg
greenlink-logo-spot-colour.png

greenlink-logo-outline-spot-colour.eps
greenlink-logo-outline-spot-colour-HIRES.jpg
greenlink-logo-outline-spot-colour-LOWRES.jpg
greenlink-logo-outline-spot-colour.png

greenlink-logo-spot-reverse.eps
greenlink-logo-spot-reverse-HIRES.jpg
greenlink-logo-spot-reverse-LORES.jpg
greenlink-logo-spot-reverse.png

CAN BE USED ON ANY COLOUR BACKGROUND

greenlink-logo-white.eps 
greenlink-logo-white-HIRES.jpg 
greenlink-logo-white-LOWRES.jpg 
greenlink-logo-white.png

LOGOTYPE
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COLOUR AND TYPOGRAPHY 

80%            60%         40%     20%
GREENLINK 
CMYK: 65/28/80/10      PANTONE: 575C [CLOSEST]

RGB: 98/138/86
HEX: #628A56

Our primary palette has been created using colours associated with the natural environment. 
Greenlink is our core colour and the primary palette can be used when we require a corporate tone.

Colours should be reproduced in CMYK colours in lithographic printing and digital printing.  
RGB and Hex values should be used for all screen-based applications.

Tints can be used effectively to differentiate information on charts and graphics. Always make 
sure legibility is maintained when using tints for typographic use. Always maintain good contrast 
between tints to ensure they are distinguishable from each other.

For screen use, ensure the colour combinations used for any logo or type pass accessibility tests and 
are WCAG AAA compliant. Colour combinations can be tested at: colorsafe.co

LIME
CMYK: 30/24/100/8
RGB: 184/167/12
HEX: #B8A70C

ELEMENT 
CMYK: 0/0/15/82 
RGB: 84/83/74
HEX: #54534A

If using lime for text on a white background, a darker shade is needed:

LIME TEXT - DARKER 
CMYK: 41/32/100/17
RGB: 151/139/10
HEX: #978B0A

Primary Palette
80%            60%         40%     20%

DEEP AMETHYST
CMYK: 50/50/9/61
RGB: 78/70/95
HEX: #615f6a

BUTTERCUP
CMYK: 0/28/88/0
RGB: 252/191/40
HEX: #fcbf28

MARINE
CMYK: 100/68/29/27 
RGB: 0/66/106
HEX: #00426A

FIRE
CMYK: 19/86/80/7 
RGB: 192/61/52
HEX: #C03D34

Secondary Palette

AQUA
CMYK: 75/40/30/13 
RGB: 65/119/144
HEX: #417790

Our secondary palette uses colours that compliment the primary palette and can be used when 
more colours are needed, for example, the header bars in brochures and to bring in more colour in 
presentations. 

Colours should be reproduced in CMYK colours in lithographic and digital printing. 
RGB and Hex values should be used for all screen-based applications.

Tints can be used effectively to differentiate information on charts and graphics. Always make sure 
legibility is maintained when using tints for typographic use. Always maintain good contrast between 
tints to ensure they are distinguishable from each other.

For screen use, ensure the colour combinations used for any logo or type pass accessibility tests and 
are WCAG AAA compliant. Colour combinations can be tested at: colorsafe.co

EARTH
CMYK: 52/74/69/68
RGB: 68/40/34
HEX: #442822

SUNRISE
CMYK: 1/52/71/0
RGB: 241/145/82
HEX: # F19152
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Trebuchet  
13pt (bold) 

 
Trebuchet 8pt

Trebuchet 9pt 

Trebuchet 6pt

Header Text - Trebuchet 18pt

Body Text - Trebuchet 11pt

Use of typgraphy and colour

Deep Amethyst  
60% tint 

CMYK: 50/50/9/61

ELEMENT: HEX: #54534A
LIME HEX: #B8A70C

LIME
CMYK: 30/24/100/8

RGB: 184/167/12
HEX: #B8A70C

Typography

Calibri Light 

Trebuchet

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz

Trebuchet
Trebuchet the font of choice for body copy within business correspondence, including letters,  
POs, invoices and legal documents.

IMPACT
This is a good font choice in brochures and leaflets to bring impact to a headline/subject heading.

Arial
Because of its clarity Arial is useful in diagrams, charts, tables, for technical information.

Calibri Light
Used for footers of letterheads because of its legibility at small font size.

IMPACT
ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz

T:  +## (##) #### ####
M: +## (0)#### ######
E:  Fname.Lname@greenlink.ie

www.greenlink.ie  | @Greenlink_IC

London Office: 19 Eastbourne Terrace, London W2 6LG

FName Lname
Job Title

Arial 
ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqrstuvwxyz
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Firstname Lastname 
Job Title 
T:  +44 (0) #### ###### 
M: +44 (0) #### ###### 
Greenlink 

firstname.lastname@greenlink.ie 
www.greenlink.ie
@greenlink_IC  

Greenlink Developments Limited
Registered in England with company number 11722515
Registered office:  One Kingdom Street, London W2 6BD, England  

Firstname Lastname 
Consultancy Title 
T:  +44 (0) #### ###### 
M: +44 (0) #### ###### 
Consultant providing [service type] services to Greenlink 

firstname.lastname@greenlink.ie 
www.greenlink.ie
@greenlink_IC  

 

Greenlink Interconnector Limited
Registered in Ireland with company number 536954 
Registered office:  6th Floor South Bank House, Barrow Street, Dublin 4, Ireland

EMAIL SIGNATURE POWERPOINT TEMPLATE

Guidelines
Choose title page and divider slides that best suit your needs. Images that have already been resized and 
optimised for PowerPoints have been stored in the resource folder here:
SHAREPOINT:\Presentation\Resources.

Some guidelines:

 9 Slideshows should act as a visual to accompany your verbal presentation
 9 Content should be short and to the point 
 9 Make your titles headlines, not descriptions, and they should tell the story
 9 Keep fonts large enough to be legible
 9 Avoid using graphs that are difficult to read
 9 ‘Close With an Ask’

Please contact Comms@Greenlink.ie for the latest PPT presentation templates and resource slides.

A professional email signature is designed to reflect a company’s ethos and credibility. When used 
well, it easily promotes our brand in a positive and professional manner. Email signatures for 
consultants must include legally-required information on their registered companies as below ‘for 
consultants’.

Trebuchet 11pt Bold Dark Grey

Trebuchet 10pt Bold Olive Green/Bold Dark Grey

Trebuchet 10pt Bold Olive Green

Arial 7.5pt hyperlink colour dark blue

Arial 7pt, black

Logo size: height 1.48 cm, width: 4.31 cm
Line spacing: 1.0

IF YOU ARE AN EMPLOYEE and you work: 

IF YOU ARE A CONSULTANT and you work: 

i)  for Greenlink Developments Ltd: 
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The Greenlink project is being developed by Greenlink 
Interconnector Limited, which is owned jointly by Element 
Power Holdings, part of Hudson Sustainable Investment, and 
Partners Group on behalf of its clients. Hudson Sustainable 
Investment is an independent investment management 
firm with a strong track record and expertise in investing in 
and developing sustainable energy infrastructure projects 
in Ireland, the UK and internationally. Partners Group is a 
global private markets investment manager with over USD 
109 billion in assets under management as of 31 January 
2021. Since 1996, the firm has invested over USD 145 billion 
in private equity, private real estate, private debt and 
private infrastructure on behalf of its clients globally.

Greenlink Interconnector
- connecting the power markets  
in Ireland and Great Britain

This is the standard (or boiler plate) text we use to describe 
the project in, for example, press release footnotes, document 
introductions etc. Please copy and paste this when needed:

OUR BRAND NARRATIVE

How we describe the developer/promoter:

Strapline

How we describe the project:

Some style rules

 9When referring to 
the project, use 
‘the Greenlink 
interconnector’ 
and subsequently 
‘Greenlink’.   

 9When referring 
to the company, 
use ‘Greenlink 
Interconnector 
Limited’.  Avoid the 
acronym ‘GIL’.  

 9 Both are singular (ie 
use ‘is’ not ‘are’).

 9 For measurements: 
use MW, kW, km 
with no space 
after the figure eg 
500MW, 200km.  

 9 Present financial 
values in both Euros 
(€) and pounds 
sterling (£).

Regional investment and jobs 
Greenlink represents around €400m/£350m* of private 
capital investment in Ireland and Wales and will create 
jobs during construction and operation as well as knock-
on economic benefits.

An integrated European grid 
Interconnection has a vital role to play in connecting 
energy generation between countries to provide reliable 
and affordable power for all. Greenlink will have strategic 
importance, by doubling the interconnection capacity 
between Ireland and GB and contribute to each country’s 
interconnection targets.

Security of supply 
The construction of Greenlink will deliver increased security of supply for electricity consumers, by 
diversifying energy sources and providing additional import and export capacity in both countries. 

Integration of renewable energy
Greenlink improves the integration of renewable technologies in Ireland and GB supporting the growth of 
the green energy sector, which offers significant economic and environmental benefits to both countries. 

Better energy price competition
Greenlink will deliver greater market integration and competition in the provision of electricity, 
ultimately providing significant benefits to consumers in Ireland, GB and continental Europe. 

*   Approximate figure, based on value and conversion rate: €1=£0.90, October 2020.
** Figure for number of homes is based on typical annual Irish household use of 4,200 kWh (CER, Review of Typical Consumption Figures   
    – Decision Paper 12 March 2017 (CER17042) and estimated total flows from UK to SEM of 1,600,000 MWh/yr.

Investment

Jobs

Energy

Security

380,000

Value 
     MoneyFO

R

£

Supports the growth  
and integration of  
low carbon energy

€450m/£405m of private 
capital investment 

for Ireland and Wales*

 Potential to power 
380,000 homes** 

Enhances the 
security of supply for 
electricity consumers 

Jobs and knock-on  
economic benefits  
during construction

Downward pressure  
on electricity bills

Key messages  
and tone of voice: 

Our messaging and tone of voice are 
factual, professional and positive. In our 

external communications we aim to present 
the project’s benefits and provide technical 

detail in an accessible and inclusive way, 
tailored to the audience. 

The key promotional messages we use and 
repeat can be presented as text or as 

infographics as seen on this page. 
Greenlink is a proposed interconnector linking the power 
markets in Ireland and Great Britain. The project comprises 
a subsea and underground cable and associated converter 
stations to connect EirGrid’s Great Island transmission 
substation in County Wexford (Ireland) and National 
Grid’s Pembroke transmission substation in Pembrokeshire 
(Wales).  It has a nominal capacity of 500MW. The project 
is being developed by Greenlink Interconnector Limited 
and is planned for commissioning in 2023. The project is 
considered of critical importance in Europe and has been 
awarded “Project of Common Interest (PCI)” status by the 
European Commission.  More details at:  
www.greenlink.ie  
@Greenlink_IC

“
“

“
Key messages:  infographics

Key messages: text
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For templates and materials, 
please contact  

Comms@Greenlink.ie

Version: February 2021


